
DETAIL  A

A

PARTS LIST

NET WT.UNIT WT.LENGTHPART DESCRIPTIONPART NO.QTYITEM

10.725.36 DOUBLE ANTENNA MOUNTX-DAC21

4.010.33 1/2" x 6" GALV. THREADED RODG12R-6123

0.820.03 1/2" HDG USS FLATWASHERG12FW244

0.330.01 1/2" HDG LOCKWASHERG12LW245

1.720.07 1/2'' HDG HEAVY 2H HEX NUTG12NUT246

5.480.91 CLAMP (S) (4" V-CLAMP) GALVANIZEDX-10006469
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TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030")  - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Engineering 
Support Team:

 1-888-753-7446

valmont

Locations:
New York, NY
Atlanta, GA
Los Angeles, CA
Plymouth, IN
Salem, OR
Dallas, TX
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1-1/2" to 3-1/2" OD MOUNTING LEG
OR ANTENNA PIPE.

A REVISED X-DAC DESIGN 4725 RH18 9/23/2010

REVISION HISTORY
REV DESCRIPTION OF REVISIONS CPD BY DATE

TOTAL WT. # 24.75


