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GRS12: Grip-Strut Bridge Channel

Features:

« Serrated diamond pattern allows flexibility in attaching hardware
* 11-3/4” wide channels with 2” side rails

Construction:

* 12 gauge hot-dip galvanized steel

Related Products:
* GSR7, GRS24, and GRS24-10 Grip-Strut Bridge Channels; B501 Solid Bridge Channel

Part # Size Gauge Depth
GRS12-10 11-3/4" x 10° 12 27
GRS12 11-3/4" x 12’ 12 27
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GRS12: Grip-Strut Bridge Channel

Safe Loading Tables

5-Diamond Plank — 113/4” Width (available in stainless steel)

Product Selection/Design Tables

Allowable Loads and Deflections: U=Uniform Load (Ib./ft2) C=Concentrated Load (Ib.) D=Deflection (in.)
Spans to the left of heavy red line produce a deflection of /4" or less under a uniform load of 100 Ib./ft
Channel Weight Span
Material  Depth  Ib/lin.
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04 06 09 A3 7 21 26 32| 38 4 52 60 68 8 109 133 160

M5 1115 1106 950 833 742 669 610 | 561 519 484 453 426 382 347 319 2%
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3 10 gy
(162)  (1040)

Stain-

less 2" 37 5016-S
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16 ga.
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316L (508  (551)

16 ga.
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