HLXXX:

Compression Lugs with Sight Holes R

Inspection
Window Features:

+ UL Listed

+ Inspection window allows visual confirmation
that the wire has been fully inserted

+ Longer barrel lengths than many other brands.
Chamfered ends allow easy wire insertion

+ Color coded

Inspection Construction:
Window + Tin plated copper

Related Products:
Inspection + Ground Bars, Ground Wire, Grounding Hardware

Window Kits, Ground Lug Washers
Part # Gauge Stud Size Hole . Color Type Weight
Spacing (per bucket)
One-Hole Ground Lugs
HL804 8 1/4" N/A Red Insp. Window 15.0 b
HL604 6 1/4" N/A Blue Insp. Window 6.0 Ib
HL606 6 3/8" N/A Blue Insp. Window 6.0 Ib
HL212 2 3/8” N/A Brown Insp. Window 15.01b
Two-Hole Ground Lugs

HL114 14-10 1/4" 5/8" (0.625")  No color Insp. Window 4.01b
HL810 8 1/4" 5/8" (0.625")  Red Insp. Window 6.0 Ib
HL610 6 1/4" 5/8"(0.625")  Blue Insp. Window 8.01b
HL612 6 3/8" 3/4" (0.750")  Blue Insp. Window 9.0 b
HL614 6 3/8" 1" Blue Insp. Window 9.01b
HL208 2 1/4" 5/8" (0.625")  Brown Insp. Window 10.0 Ib
HL214 2 3/8” 1" Brown Insp. Window 15.01b
HL210 2 Solid 1/4" 5/8" White Insp. Window 15.01b
HL216 2 Solid 3/8" 1" White Insp. Window 15.01b
HL2025 2/0 3/8" 1" Black Insp. Window 23.01b §
HL4025 4/0 3/8" 1" Purple Insp. Window 23.01b -

90° Lugs §
HL208-90 2 1/4" 5/8" Brown Insp. Window 10.01b N
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