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 BMC 12/15/2016

12/14/2016 MSO46-6JLS2

4' X 6' MODULAR STEP OVER
WITH JACK LEGS AND 2 STEPS

CUSTOMER MSO46-6JLS2
CLASS SUB

PART NO.

81 02
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TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030")  - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Engineering 
Support Team:

 1-888-753-7446

valmont

Locations:
New York, NY
Atlanta, GA
Los Angeles, CA
Plymouth, IN
Salem, OR
Dallas, TX

PARTS LIST

NET WT.UNIT WT.LENGTHPART DESCRIPTIONPART NO.QTYITEM

289.22289.22 4' X 6' MODULAR EQUIPMENT RACK BASEX-MEP4611

295.78147.89 6' MODULAR STEP FOR FIRE EGRESSX-MS1FE622

214.28107.14 STAIR WELDMENT FOR FIRE EGRESS STAIR ASSEMBLYX-MFESTEP23

57.3814.35 MODULAR JACK FOOTPADX-MJFP44

24.246.0628 1/2 inSIDE ANGLE FOR THREE STAIR ASSEMBLYX-MS3A45

12.803.2015 1/4 inSIDE ANGLE FOR TWO STAIR ASSEMBLYX-MS2A46

53.4613.37 5,000 LB. SIDE CRANK JACKX-JACK47

21.985.495 3/8 inMJACK CONNECTION PLATEX-MJCP48

4.291.073 in1" X 3" HEX BOLT (HDG.)G10349

0.760.09 1'' LOCK WASHERG1LW810

1.880.47 1'' HDG HEAVY HEX NUTG1NUT411

6.990.271 3/4 in5/8'' x 1-3/4" HDG BOLTG581342612

0.680.03 5/8" HDG LOCKWASHERG58LW2613

3.380.13 5/8'' HDG HEAVY 2H HEX NUTG58NUT2614

0.480.12 3/8" x 3" HDG HEX BOLT GR5G3803415

0.850.07 3/8" x 1-1/2" HDG HEX BOLT GR5G381121216

0.280.01 3/8" HDG USS FLATWASHERG38FW2417

0.110.01 3/8" HDG LOCKWASHERG38LW1618

0.540.03 3/8'' HDG HEAVY 2H HEX NUTG38NUT1619
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