
DETAIL  BDETAIL  A

PARTS LIST

NET WT.UNIT WT.LENGTHPART DESCRIPTIONPART NO.QTYITEM

206.4268.81 RING MOUNT WELDMENTX-LWRM31

40.8013.60 T-BRACKET  WELDMENTX-TBW32

11.151.863 inCHAIN MOUNT TIGHTENER BRACKETSHCM-T63

86.0814.3552 1/2 inTRPD-HD DIAGONAL ANGLE - SITE PRO 1X-23269764

16.461.378 1/2 inSTIFF ARM CHANNEL BRACKETX-STU125

1.770.151/2 in1/2'' x 1-1/2" HDG HEX BOLT GR5G12112126

0.610.202 1/2 in1/2'' x 2-1/2" HDG HEX BOLT GR5G1221237

4.910.416 1/2 in1/2'' x 6-1/2" HDG HEX BOLT GR5 FULL THREADG12065128

0.820.033/32 in1/2" HDG USS FLATWASHERG12FW249

0.380.011/8 in1/2" HDG LOCKWASHERG12LW2710

1.930.07 1/2'' HDG HEAVY 2H HEX NUTG12NUT2711

3.750.312 1/4 in5/8'' x 2-1/4" HDG A325 HEX BOLTA5821141212

3.590.4024 in5/8" x 24" THREADED ROD (HDG.)G58R-24913

3.590.4048 in5/8" x 48" THREADED ROD (HDG.)G58R-48913

0.780.03 5/8" HDG LOCKWASHERG58LW3014

3.900.13 5/8'' HDG HEAVY 2H HEX NUTG58NUT3015
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TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030")  - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Engineering 
Support Team:

 1-888-753-7446

valmont

Locations:
New York, NY
Atlanta, GA
Los Angeles, CA
Plymouth, IN
Salem, OR
Dallas, TX

TOTAL WT. # 587.71
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A CHANGED MAX. DIA. FOR HANDRAIL CONNECTION SP1 BC 10/23/2017

REVISION HISTORY
REV DESCRIPTION OF REVISIONS CPD BY DATE
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TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030")  - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")
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PROPRIETARY NOTE:
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TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030")  - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.
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