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1/26/2010 R5-216

DUAL ANTENNA MOUNT
WITH R5 STANDOFF

CUSTOMER R5-216
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TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030")  - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Engineering 
Support Team:

 1-888-753-7446

valmont

Locations:
New York, NY
Atlanta, GA
Los Angeles, CA
Plymouth, IN
Salem, OR
Dallas, TX

PARTS LIST

NET WT.UNIT WT.LENGTHPART DESCRIPTIONPART NO.QTYITEM

11.465.73 BACKING PLATEX-15999921

26.3113.16 UNIVERSAL PIPE MOUNTING PLATE (OUTER)X-15556122

21.0310.52 UNIVERSAL PIPE MOUNTING PLATE (INNER)X-15446323

64.8964.8972 in4-1/2" X 72" SCH. 40 GALVANIZED PIPEP47214

20.8320.83 LARGE SUPPORT CROSS PLATEX-SP21615

37.9737.9760 in3-1/2" X 60" SCH 40 GALVANIZED PIPEP36016

15.107.558 inCROSSOVER PLATESCX727

4.071.02 5" V-CLAMPX-11576548

1.090.272 in5/8" x 2" HDG A325 HEX BOLTA580249

0.410.03 5/8" HDG A325 FLATWASHERA58FW1210

0.210.03 5/8" HDG LOCKWASHERG58LW811

1.040.13 5/8'' HDG A325 HEX NUTA58NUT812

1.310.66 5/8" X 4-5/8" X 7" X 3' U-BOLT (HDG.)X-UB5458213

6.550.416 1/2 in1/2'' x 6-1/2" HDG HEX BOLT GR5 FULL THREADG120651614

4.320.274 in1/2'' x 4" HDG HEX BOLT GR5 FULL THREADG12041614

1.630.03 1/2" HDG USS FLATWASHERG12FW4815

0.560.01 1/2" HDG LOCKWASHERG12LW4016

2.860.07 1/2'' HDG HEAVY 2H HEX NUTG12NUT4017

3.890.97 1/2" X 4-5/8" X 7" X 3" GALV U-BOLTX-UB1458418

5.250.66 1/2" X 3-5/8" X 5-1/2" X 3" U-BOLT (HDG.)X-UB1358819
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REV DESCRIPTION OF REVISIONS CPD BY DATE
REVISION HISTORY

A REDRAWN IN INV, UPDATED VIEWS & TABLE, ITEM 4 WS 63"  KC8 8/13/2012

TOTAL WT. # 230.70

ORDER SEARATELY
1-1/2" TO 4-1/2" DIA
ANTENNA PIPE

SEE SHT 2
FOR MORE DETAILS
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TAPER NOTE:
THE MAXIMUM TAPER ADJUSTMENT IS 5.7° BASED UPON
30" SPACING OF ADJUSTABLE MOUNTING BRACKETS.
 
THE MAXIMUM TAPER ADJUSTMENT IS 3.8° BASED UPON
45" SPACING OF ADJUSTABLE MOUNTING BRACKET.
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TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030")  - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Engineering 
Support Team:

 1-888-753-7446

valmont

Locations:
New York, NY
Atlanta, GA
Los Angeles, CA
Plymouth, IN
Salem, OR
Dallas, TX
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ORDER SEPARATELY

REV DESCRIPTION OF REVISIONS CPD BY DATE
REVISION HISTORY

A REDRAWN IN INV, UPDATED VIEWS & TABLE, ITEM 4 WS 63"  KC8 8/13/2012


