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SICx: MonoBloc Stackable Snap-In Hangers

created on: 11/09/2017

Part # AT&T Cable Size U of M Weight A B H

SIC1 CEQ.11469 1/2” 10 pack 0.7 lb 1-1/4” 1-9/16” 1-1/2”

SIC2 ANT.13860 7/8” 10 pack 0.7 lb 1-1/4” 1-9/16” 1-1/2”

SIC3 ANT.13859 1-1/4” 10 pack 2.0 lb 2-1/4” 1-3/4” 2-5/8”

SIC4 ANT.12719 1-5/8” 10 pack 1.8 lb 2-1/4” 1-3/4” 2-5/8”

Features: 
•	 Allows cable attachment without the need for hardware
•	 One-hand mounting
•	 Stack up to four 1/2”, 7/8” or 1-1/4” cables or three 1-5/8” cables

Construction: 
•	 301 stainless steel

Design Criteria: 
•	 Can be used outdoors or indoors
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MOUNTING INSTRUCTIONS
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Sic snap-in clamps can be applied on special sections with 3/4” pre punched hole.
Thickness of pre-punched hole: S=3-4.3mm.
No tools required.

Insert Sic Snap-in clamp
 on the cable

Press Sic Snap-in clamp into hole “D”
Verify the correct hooking of the tabs.

Assure the correct
hooking of the tabs.

Click! Click!
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MOUNTING INSTRUCTIONS
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POSSIBLE COMBINATIONS

Snap-In clamp wings are provided of anti-rotation pins. Avoid SIC rotation around the cable.
Do not strip power cables to avoid electrical risk or damaging cables.
Do not use clamp for different purposes.

MANUFACTURER DISCLAIMS ANY LIABILITY AND RESPONSABILITY FOR IMPROPER USE.
INSTALL USING PROPER SECURITY DEVICES.
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