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CEK 7/10/2012

6/8/2012 WTT96 

WTT96
WATER TANK TRIPOD ASSEMBLY

CUSTOMER WTT96 
CLASS SUB

PART NO.
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TOLERANCES ON DIMENSIONS, UNLESS OTHERWISE NOTED ARE:
SAWED, SHEARED AND GAS CUT EDGES (± 0.030")
DRILLED AND GAS CUT HOLES (± 0.030")  - NO CONING OF HOLES
LASER CUT EDGES AND HOLES (± 0.010")  - NO CONING OF HOLES
BENDS ARE ± 1/2 DEGREE
ALL OTHER MACHINING (± 0.030")
ALL OTHER ASSEMBLY (± 0.060")

TOLERANCE NOTES

PROPRIETARY NOTE:
THE DATA AND TECHNIQUES CONTAINED IN THIS DRAWING ARE PROPRIETARY INFORMATION OF VALMONT
INDUSTRIES AND CONSIDERED A TRADE SECRET.  ANY USE OR DISCLOSURE WITHOUT THE CONSENT OF
VALMONT INDUSTRIES IS STRICTLY PROHIBITED.

Locations:
New York, NY
Atlanta, GA
Los Angeles, CA
Plymouth, IN
Salem, OR
Dallas, TXvalmont

Engineering 
Support Team:

 1-888-753-7446

PARTS LIST
NET WT.UNIT WT.LENGTHPART DESCRIPTIONPART NO.QTYITEM

6.466.46 BASE SHOE WELDMENTX-WTT96-BS211
30.7330.7396 inPIPE MAST 2-3/8 O.D.X-WTT96-P12
0.270.274 in1/2'' x 4" HDG HEX BOLT GR5 FULL THREADG120413
0.640.07 1/2'' HDG HEAVY 2H HEX NUTG12NUT94
0.130.01 1/2" HDG LOCKWASHERG12LW95
7.227.22 PIPE MOUNTING PLATEX-WTT96-BP16
33.7316.8660 inANGLE DIAGONALX-WTT96-A27
11.025.51 DIAGONAL SHOE WELDMENTX-WTT96-BS128
1.250.63 1/2" X 2-1/2" X 4-1/2" X 2" U-BOLT (HDG.)X-UB121229
0.140.03 1/2" HDG USS FLATWASHERG12FW410
0.700.182 in1/2'' x 2" HDG HEX BOLT GR5G1202411

A

B

C

TOTAL WT. # 92.28
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